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>>> About Us

Henan Garlway Machinery Co., Ltd., established in 2014 and headquartered in

Zhengzhou City, Henan Province, is a leading manufacturer specializing in the research,

development, production, and sales of mechanical equipment. As our core product,

winches are at the heart of our operations, alongside other offerings such as concrete

mixers, batching machines, and mixing stations. With over a decade of industry

expertise, we pride ourselves on our robust R&D capabilities, enabling us to deliver

customized solutions tailored to diverse customer needs. Our three factories, spanning

60,000 square meters, and a dedicated workforce of over 300 employees ensure a

monthly production capacity of 2,000 units. Serving markets across Southeast Asia,

Central Asia, North Africa, South Africa, Latin America, and Oceania, Garlway Machinery

has earned global recognition for its high-quality products and exceptional service.

Committed to innovation and excellence, we strive to strengthen our position as a

leader in the mechanical equipment industry, promoting Chinese products worldwide.
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Hzs75 Concrete Batching Plant Cement Mixer Price Concrete
Mixer Bunnings Mixing Plant
Item Number: HZS75

Introduction

Optimize your construction projects with the
HZS75 concrete batching plant—high efficiency,
precise mixing, and automated control for
superior results.

Learn More

Parameter Specification

Theoretical Productivity 75 cubic meters/hour

Mixing Host Model JS1500 forced double horizontal shaft mixer, mixing power 30×2kW, discharge volume 1.5 cubic meters, feed capacity 2.4 cubic
meters

Batching Machine PLD2400 type, 4 silos, aggregate silo capacity large, max weighing value 2400L, aggregate particle size ≤80mm

Measuring Accuracy Sand and gravel: ±2%, Cement, fly ash, water, additives: ±1%

Discharge Height 3.8 meters

Overall Dimensions 24350mm x 10595mm x 18704mm

Total Installed Capacity 120kW

Work Cycle Time 60 seconds

Application Fields Description

Construction Projects High-rise buildings, large commercial buildings

Road and Bridge Projects Highways, city bridges

Water Conservancy Projects Reservoirs, dams, canals

Commercial Concrete Production Main equipment for commercial concrete production plants

Selling Points Description

High Production Efficiency Theoretical production rate: 75 cubic meters/hour

Good Mixing Quality JS1500 mixer ensures even mixing and high efficiency

Precise Measurement High-precision measurement system ensures stable concrete quality

High Degree of Automation Centralized control system with screen display, proportion storage, automatic compensation

Small Footprint Saves land resources compared to large-scale mixing stations

Energy-Saving and
Environmental Pulse electric dust removal, low noise, green construction compliance
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Hzs120 Ready Mix Concrete Batching Plant Commercial Mud
Cement Mixer
Item Number: HZS120

Introduction

HZS120 concrete batching plant: High
productivity, precise mixing, automation, and
eco-friendly design for large-scale construction
projects.

Learn More

Parameter Specification

Theoretical Productivity 120 cubic meters/hour

Mixing Host JS2000 type

Mixing Motor Power 2 × 37kW

Mixer Nominal Capacity 3200 liters

Discharge Capacity 2 cubic meters

Batching Machine PLD3200 type

Batching Capacity 3200 liters

Number of Bins 2 to 4

Single Bin Volume 20 cubic meters or more

Aggregate Particle Size ≤120mm

Measuring Accuracy (Cement, Fly Ash, Water, Admixture) ≤±1%

Measuring Accuracy (Aggregate) ≤±2%

Powder Bin Capacity 2×200 tons

Discharge Height 3.8 meters or 4.2 meters

Total Installed Power 145-209.5 kW

Standard Reference Total Weight 90 x 10³ kg

Application Fields Description

Large-scale Construction Projects Ultra-high-rise buildings, large commercial complexes, large residential communities, etc.

Road and Bridge Projects Highways, railroads, urban viaducts, large bridges, etc.

Water Conservancy and Hydropower Projects Reservoir dams, hydropower stations, large-scale aqueducts, etc.

Commercial Concrete Production Core equipment of commercial concrete production plant, supplying different grades and types of concrete

Selling Points Description

High Production Efficiency Theoretical productivity of 120 cubic meters per hour
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Parameter Specification

Application Fields Description

Selling Points Description

Good Mixing Quality Double horizontal shaft forced mixer, high-strength wear-resistant materials

Precise Measurement High-precision electronic weighing system, ensuring stability of concrete quality

High Degree of Automation Advanced PLC control system or computerized real-time monitoring and control system

Good Environmental Protection Performance Equipped with pulse dust collector, effective treatment of dust

Low Maintenance Cost Modularized design, simple connection between parts, easy to disassemble, repair, and replace
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Hzs90 Large Multiquip Concrete Mixers For Construction
Item Number: HZS90

Introduction

Discover the HZS90 concrete mixer, ideal for
large-scale construction, road, and hydropower
projects. High efficiency, precise mixing, and
easy installation. Learn more now!

Learn More

Parameter Value

Theoretical productivity 90 cubic meters/hour

Mixing machine Model JS1500 forced double horizontal shaft mixer, mixing power 2×30kW, discharge volume 1500L, cycle time 60S

Batching machine PLD2400 type, batching capacity 2400L, number of compartments 4

Aggregate particle size Maximum particle size 80mm

Measuring accuracy - Cement Weighing range (0-900)±1%kg

Measuring accuracy - Admixture Weighing range (0-50)±1%kg

Measuring accuracy - Aggregate Weighing range 0-5000±2%kg

Powder bin capacity 3×100t

Discharge height 3.8 meters or 4.2 meters

Installed capacity 164kW

Overall dimensions Approximately 24 meters (length) x 10 meters (width) x 18 meters (height)

Weight of the whole machine Approximately 65000kg

Application Fields Description

Construction project Suitable for large-scale construction projects such as high-rise residence, commercial complex, etc., meeting continuous concrete
supply

Road and bridge projects Used in the construction of highways, urban viaducts, etc., providing a large amount of high-quality concrete

Water conservancy and hydropower
projects Used in the construction of reservoir dams, hydropower stations, etc., ensuring stable supply and quality of concrete

Commercial concrete production Main equipment of commercial concrete production plant, supplying different grades of concrete for several construction sites

Selling Points Description

High production efficiency Theoretical production rate of 90 cubic meters per hour, meeting concrete demand quickly and speeding up construction progress

Good mixing quality JS1500 forced double horizontal shaft mixer ensures even mixing and high efficiency for various concrete ratios

Precise measurement High-precision measurement system ensures precise control of raw materials and stability of concrete quality

High degree of automation Centralized control system with screen display, proportion storage, automatic compensation of fall, and friendly operation interface

Good environmental protection
performance Pulse electric dust removal, low noise hydraulic oil pump control, and compliance with green construction requirements
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Parameter Value

Application Fields Description

Selling Points Description

Convenient installation Modular design for easy disassembly, transport, assembly, and quick installation and relocation
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Hzs180 Ready Mix Concrete Plant For Foundations With Sand
And Cement
Item Number: HZS180

Introduction

Optimize your construction projects with our
ready mix concrete plant. High efficiency,
precise measurement, and advanced
automation ensure top-quality concrete for
large-scale builds. Explore now!

Learn More

Parameter Value

Theoretical Productivity 180 cubic meters per hour

Mixing Host JS3000 type or MAO4500/3000SDSHO type

Mixing Host Power 110kW or 2×55kW

Discharging Volume 3 cubic meters

Batching Machine PLD4800 type

Batching Capacity 4800L

Number of Compartments 4 to 6

Weighing Precision (Aggregate, Cement, Fly Ash, Water,
Additives) In accordance with national standards

Weighing Range (Cement) 0-1500kg (±1% precision)

Weighing Range (Additives) 0-50kg (±1% precision)

Discharge Height 4 meters

Total Power About 200 kilowatts

Application Field Description

Large-scale Construction Projects Ultra-high-rise buildings, large-scale commercial complexes, large residential communities, etc.

Road and Bridge Projects Highways, railroads, urban viaducts, large-scale cross-sea and cross-river bridges

Water Conservancy and Hydropower Projects Reservoir dams, hydropower stations, large-scale water canals, etc.

Commercial Concrete Production Core equipment for commercial concrete production plants, supplying different grades and types of concrete

Selling Point Description

High Production Efficiency Theoretical productivity of 180 cubic meters per hour, significantly shortening the construction cycle

Good Mixing Quality Mixing mainframe can be JS3000 type, with high-strength wear-resistant materials for blades and liners

Precise Measurement High-precision electronic weighing system ensures stability of concrete quality

High Degree of Automation Advanced PLC control system or computerized real-time monitoring control system
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Parameter Value

Application Field Description

Selling Point Description

Good Environmental Protection Performance Equipped with pulse dust collector and other environmental protection equipment, reducing dust emission and
noise

Low Maintenance Cost Modularized design, easy to disassemble, repair, and replace
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Garlway Machinery
No.55 Zhongxin Road, Shangjie District, Zhengzhou
City, Henan Province, China.
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